Side-bow Chains
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DONG BO CHAIN

The Side Bow Chain has special flexibility allowance
between pin and bush, and between the roller link plate
and the pin link plate. This gives additional radius for
curving sideways and basic dimensions are identical to
Standard Roller Chains. By applying various attachments
to the chain, it can also act as a precision conveyor
chain.
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Chain No.
DBC 358B 9525 254
DBC 40SB 1270 350
DBC 50SB 15875 400
DBC 60SB 1905 500
DBC 80SB 2540 600

Attachment [fi{4

Radius
DONG BO
Chain No

DBC 35SB 254 95
DBC 40SB 350 12.7
DBC 50SB 400 159
DBC 60SB 500 19.1
DBC 80SB 600 25.4
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unit : mm

Roller

5 | Inner width

ia
wl
R

#5.08 4.78 1.25 9.0 7.8 3.58 B8.05 7.65

7.04 7.5 1.8 12.0 10.4 3.97 8.45 975
10,16 953 2.0 15.0 13.0 5.08 10.60 12.40
11.91 12.70 24 18.1 15.6 596 13.25 15.05
15.88 15.88 3.2 24.1 20.8 7.94 16.75 20.05

* Bushing diameter EHEE

unit : mm
Attachment Dimensions F:if: WEQT Ave. Menc

Breaking Allowable

A At | KA | Load(kgf) | Load (kgf)
7.9 34 6.35 14.5 0.0008 0.0016 820 a5 0.31
9.5 36 8.0 18.0 0.002 0.004 1,580 180 0.61
12.7 52 10.3 23.7 0,003 0.006 2,460 290 1.01
15.9 52 119 285 0.007 0.014 3,560 410 1.40
19.1 6.8 159 371 | 0.013 0.026 6,280 710 247




